[image: image2.jpg]




2
RDMOTO CZECH REPUBLIC



info@rdmoto.cz



www.rdmoto.cz


B2
BMW K1200R/K1200R Sport
2005-

	Kit for the left side:
	Kit for the right side:

	
	
	
	
	
	
	
	
	
	

	No.
	Description
	Cat.no.
	Pcs
	
	No.
	Description
	Cat.no.
	Pcs
	

	1
	Steel box M10
	X1
	1
	
	1
	Steel box M10
	X1
	1
	

	2
	Bolt M10x110x1,5mm
	879
	1
	
	2
	Bolt M10x100x1,5mm
	885
	1
	

	3
	Dural. cylinder d=26mm
	418
	1
	
	3
	Dural. cylinder d=16mm
	419
	1
	

	
	
	
	
	
	
	
	
	


Installation:
1. Installation of the left and right protector make in gripping about the attached photo above. Give the steel box M10 (No. 1) on both bolts.

2. Put the duralumin cylinder (No. 3) under the protector on the left side and use the bolt (No. 2) for tightening.
3. Put the duralumin cylinder (No. 3) under the protector on the right side and use the bolt (No. 2) for tightening.

4. At first finish the one side and then mount the second side.

Warning – we recommend to use safety glue on threads of all bolts (moderate strong – blue colour).
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