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D16
Ducati X-Diavel
	Kit for the left side
	Kit for the right side

	
	
	
	
	
	
	
	
	
	

	ID
	Description
	Cat.no.
	Pcs.
	
	ID
	Description
	Cat.no.
	Pcs.
	

	1
	Steel insert M10
	X1
	1
	
	1
	Steel insert M10
	X1
	1
	

	2
	Dural spacer d=65,7mm
	1214
	1
	
	2
	Dural roller d=68mm
	1215
	1
	

	3
	Dural bolt M22x1,5mm
	447
	1
	
	3
	Dural bolt M22x1,5mm
	447
	1
	

	4
	Dural spacer d=40mm
	4
	1
	
	4
	Dural spacer d=40mm
	4
	1
	

	5
	Bolt M10x80mm
	852
	1
	
	5
	Bolt M10x80mm
	852
	1
	

	6
	Bolt M12x75x1,25mm
	914
	1
	
	6
	Bolt M12x75x1,25mm
	914
	1
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Instructions:
1. Remove original bolt M12.

2. Fit bolt (ID6) with Dural spacer (ID2) on the frame of motorcycle.

3. Cover Dural spacer (ID2) with special dural bolt (ID3).
4. Using bolt (ID5) fit Dural spacer (ID4) protector and steel insert (ID1) into dural nut (ID3).
We recommend to use the glue on all threads.
[image: image2.png]



[image: image3.png]



1

