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K26S
Kawasaki ZX250R-Ninja 2008-
	Kit for the left side
	Kit for the right side

	ID
	Description
	Cat.no.
	Pcs
	
	ID
	Description
	Cat.no.
	Pcs
	

	1
	Slider RDmoto
	SL
	1
	
	1
	Slider RDmoto
	SL
	1
	

	2
	Cover
	SLcap..
	1
	
	2
	Cover
	SLcap..
	1
	

	4
	Slider adapter
	DV-314
	1
	
	4
	Slider adapter
	DV-314
	1
	

	7
	Bolt M6x25
	877
	3
	
	7
	Bolt M6x25
	877
	3
	

	8
	Bolt M4x16
	876
	2
	
	8
	Bolt M4x16
	876
	2
	

	9
	Duralumin adapter
	525
	1
	
	9
	Duralumin adapter
	526
	1
	

	10.1
	Duralumin cylinder d=90mm
	131
	1
	
	10.2
	Duralumin cylinder d=60mm
	448
	1
	

	11.1
	Duralumin cylinder d=12mm
	233
	1
	
	11.2
	Duralumin cylinder d=46,5mm
	234
	1
	

	12
	Bolt M12x40mm (cone head)
	858
	1
	
	12
	Bolt M12x40mm (cone head)
	858
	1
	

	13
	Bolt M12x30mm
	856
	1
	
	13
	Bolt M12x30mm
	856
	1
	

	14
	Silentblok D=30mm, d=15mm
	X34
	1
	
	14
	Silentblok D=30mm, d=15mm
	X34
	1
	

	15.1
	Poly nut d=23mm
	231
	1
	
	15.2
	Poly nut d=58mm
	232
	1
	

	16.1
	Dural.nut 22mm, d=33mm
	235
	1
	
	16.2
	Dural. nut 22mm, d=70mm
	236
	1
	

	17
	Bolt M10x30mm (cone head)
	846
	2
	
	17
	Bolt M10x30mm (cone head)
	846
	2
	

	18
	Nut M10-safety
	810
	1
	
	18
	Nut M10-safety
	810
	1
	

	19
	Pad M10-plane
	804
	1
	
	19
	Pad M10-plane
	804
	1
	

	20
	Steel bar 10x295x30x30 
	
	1
	
	23
	3M tape
	
	1
	

	21
	Nut
	813
	1
	
	21
	Nut
	813
	1
	

	22
	Duralumin cylinder
	450
	1
	
	
	
	
	
	

	23
	3M tape
	
	1
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Installation:
1. Remove fairing of motorcycle.
2. Assemble duralumin adapters (ID9) according to the photos.
3. Attach dural cylinders (ID22 and ID 10.1 – left side; ID10.1 – right side) on the adaper (ID9) using screws (ID12).
4. Remove the original long bolt M10, which holds the frame of the motorcycle and engine of the motorcycle.
5. Insert longer steel bolt into the frame of the motorcycle.
6. Attach dural adapter on this bolt from both sides.
7. Attach adapters according to the photos on the frame of the motorcycle and then use nuts M10 for tightening (dont forget to insert pads M10 under nuts).
8. Put fairing back on your motorcycle.
9. Attach slider adapter (ID4) on the cylinders using screws (ID13).
10. Attach slider on the slider adapter using 3 screws M6 (ID7).

11. In the end place cover on the slider with 2 screws M4 (ID8).

Warning –use the glue (medium strong) on all threads.
ILLUSTRATIVE PHOTOS FROM INSTALLATION OF CRASH PROTECTORS K26-PHV2
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